VARIES — 15°, 20", 25°, 30’, 35, OR 40
4 14" 6'—0" 100" 24" SEE DETALL "I”
MAX. MIN.
HANDHOLE 1 1/2” COUPLING WELDED
WITH COVER IN PLACE FOR 30’, 35’, —
AND 40’ MASTARM 7
[ = = = = = = == - - - - - B /L@ TUBE
12 N R
S | . . . - - - 7? - - - . - ~I="5. ¢ MASTARM
\ 12 X ~
I = = = = = = = - - - - pep—— —%——Q TUBE
\ 3”x5” HANDHOLE W/COVER FLAT BAR FLAT BAR sAanlT?I\TG
TACK WELD CAPS AT MIDPOINT OF ALL STRUT STRUT PLATE
(NON—REMOVABLE) ~ SIZES OF ARMS i
TYPICAL MASTARM DETAIL AV e
OR CAST ALUMINUM
POLE TOP DETAIL
VARIES
BACK PLATE & REMOVABLE BRACKET
FLAT BAR
KTRAFFIC SIGNAL |—>D FLAT
1 || o _ 1.
\ 4 ~
/ A1 &
[ i ] &ﬂ 2
o o |_> D 3"x5” HANDHOLE FLAT BAR
WITH COVER STRUT 3.
HANDHOLE
WITH COVER 4.
3—SECTION TRAFFIC SIGNAL 5
> F 6
BACK PLATE & ‘
TRAFFIC SIGNAL E<—| DO .
1-1/2" O ° .
= Y T3 COUPLINGS O ol = :
' | Rewovale I T 8
BRACKET o + + 0
\ -—
== 11— B B 9.
< - |
HANDHOLE E e . > F
WITH COVER > ™
2 I 10.
S—SECTION TRAFFIC SIGNAL N PUSH—BUTTON Cf
- PEDESTRIAN -o
SIGN ] 2 1.
POLE PLATE SLOT DETAIL ®
8"X12" A ‘ WA 2
H?NDHN _I
94 W/COVER :
r N
== POLE PLATE &J

MITERED ARM END (OPTIONAL)

ANCHOR BOLT
COVER

ANCHOR BOLTS |
15°, 20, 25 ARM:1—1/2"x54"x6"/"‘
30, 35°, 40° ARM:1—1/2"x54"x6"

4)—1"-8 UNC
TAPPED HOLES

BOLT CIRCLE

3” DIA
CENTER HOLE

MOUNTING PLATE DETAIL
(FUTURE TYPE Il CONNECTION

SEE
NOTE 11

CABLE HOOK
WELDED TO

INSIDE OF SHAFT
1” FROM TOP

TRAFFIC SIGNAL MASTARM NOTES:

DESIGN IN ACCORDANCE WITH 1985 AASHTO SPECIFICATIONS FOR STRUCTURAL
SUPPORTS FOR HIGHWAY SIGNS, LUMINARIES, AND TRAFFIC SIGNALS FOR AN 80 MPH
WIND ZONE.

POLES AND MASTARMS SHAFTS SHALL CONFORM TO ASTM A—595 GRADE A (MIN
YIELD 55 KSI).

BASE PLATE AND SIGNAL ARM CLAMP SHALL BE ASTM A—36 (MIN. YIELD 36 KSI).
ANCHOR BOLTS SAHLL BE ASTM A—36 MOD 55 (MIN. YIELD 55 KSI).
SIGNAL ARM CONNECTING BOLTS SHALL BE ASTM A-325.

WELDING SHALL CONFORM TO THE REQUIREMENTS OF THE AMERICAN WELDING
SOCIETY SPECIFICATIONS AWS D1.1. LATEST EDITION. ALL WELDS SHALL BE FREE
FROM CRACKS, EXCESSIVE UNDERCUT, AND POROSITY. ANY WELD DEFECTS SHALL BE
REPAIRED BY REMOVING THE DEFECTIVE MATERIAL AND REPLACING IT WITH SOUND
WELD MATERIAL.

ALL HOLES SHALL BE DRILLED AND DEBURRED.

ALL POLES, MASTARMS, AND BOLTS SHALL BE GALVANIZED TO ASTM A-123 &
A—153.

MASTARM SHALL BE MARKED TO DESCRIBE WHICH IS TOP AND WHICH IS BOTTOM.
POLE PLATE COVER SHALL BE MARKED IN MATED PAIRS. POLE SHAFTS SHALL BE

MARKED "ALB” "15-25" OR "30—40", AND DATE OF FABRICATION (MOUNTH/YEAR).

DETAILS SHOWN ARE FOR STEEL POLES. ALUMINIUM POLES MAY BE USED ONLY
WHEN PRE—-APPROVED BY THE CITY OF ALBUQUERQUE TRAFFIC ENGINEERING
OPERATIONS DIVISION.

BOLTS FOR TYPE Il EXTENSIONS SHALL BE FURNISHED BY THE MANUFACTURER FOR
ALL POLES INCLUDING TYPE Il STANDARDS WITH NO EXTENSIONS.

NOTE: FOR SECTIONS A—A THROUGH G-G
& DETAILS, SEE STD. DWG. 2562b
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